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AQUA - BOY

Product Description

The Aqua-Boy TAM range of moisture meters are specifically calibrated and tailor made for
the tobacco industry. Aqua-Boy moisture meters analyze the moisture content of solid
materials in a host of applications. Easy to use and highly portable, these compact meters
deliver instant results with an accuracy of 0.1%. Recommended by official test and research
laboratories, Aqua-Boy moisture meters are the automatic choice of industrial specialists
and scientists worldwide
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Specification
Supplier Agqua-Boy
Meter Type Moisture Meter
Built In Scale B%-20%
Additional Scales centesimal
Products Measured Tobacco

Product Uses
Accuracy

Reproducibility

Operation Press the white measuring button and read the result directly on the meter scale.
Display Analogue

Guarantee 2 Years

Power Source 1 x 9v Battery

Power Type Batteries

Width 115mm

Height 50mm

Length 170mm

Notes Test Cerificate

Application Industry
Sub Group

Measuring Range

Agricultural Products, Tobacco

plus/iminus 0.1%

0.2%

Agriculture and Cereals
Tobacco

Mo

Uses for the TAMII

Tobacco

Tobacco cut rag

Snuff

Ground Tobacco
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In line with our policy of continuous improvement, SCA Pacific Pte Ltd reserves the right to revise published specifications, technical information and details of the products without prior notice.
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